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DRIP LINE OF EXISTING TREE AS DETERMINED BY THE CITY

38 x 38 T-BAR POST AT 1200 O.C. MAX.

UNDISTURBED SOIL

NOTES:
1.

2.

3.

4.

5.

6.

7.
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FENCE LOCATION SHALL  BE 2 x RADIUS OF DRIP LINE
(DBH GREATER THAN 300 MM CALIPER) FROM TREE TRUNK

RADIUS OF DRIP LINE
(DBH LESS THAN 300 MM CALIPER)

1200 MM  HIGH PAIGE WIRE FENCE SECURED WITH
WIRE TIES, 300 MM O.C.

100x100 MM SQUARE OR 76  MM DIA. ROUND WOOD POST
EVERY THIRD POST, WOOD TO BE PRESSURE TREATED JACK
PINE OR CEDAR

EXISTING TREES SHALL BE PROPERLY PROTECTED WITH
TEMPORARY FENCING AS PER THE APPROVED LANDSCAPE
PLAN UNTIL PRELIMINARY ACCEPTANCE.
MAINTAIN EXISTING GRADE WITHIN FENCING LINE OF ALL
TREES TO BE PRESERVED.
THE AREA WITHIN THE PROTECTED FENCING SHALL REMAIN
UNDISTURBED AND FREE OF DEBRIS, BUILDING MATERIALS AND
EQUIPMENT.
PRUNE DEAD WOOD ONLY UNLESS DIRECTED OTHERWISE BY
THE CITY.   DO NOT PRUNE LEADERS.
WATERING AND FERTILIZING PROGRAM SHALL BE MAINTAINED
TO THE SATISFACTION OF THE CITY.
THE COST OF REPLACING DEAD AND SEVERELY DAMAGED
TREES, AS DETERMINED BY THE CITY, SHALL BE BORNE BY THE
DEVELOPER AND/OR GENERAL CONTRACTOR. THE SPECIES
AND SIZE(S) MUST BE APPROVED BY THE CITY.
ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS STATED
OTHERWISE.

S
E

P
TE

M
B

E
R

 2
01

4




