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1000 MM WIDTH TYP. CONCRETE APRON
ON COMPACTED GRANULAR BASE OR
AS SPECIFIED ON PLAN

UNDISTURBED SUBGRADE

5000 MM WIDE MEDIAN MINIMUM

EXISTING BARRIER CURB

EXISTING ASPHALT PAVING

EDGE RESTRAINT AS REQUIRED

'CLEAN-OUT' WITH THREADED CAP

PLANTING SOIL MIX IN A CONTINUOUS TROUGH
MIN. 1000 MM DEPTH, WITH 100 MM DEPTH
SHREDDED BARK MULCH.

0.5% MIN.

2.0% MAX.

150 MM Ø PERFORATED PLASTIC DRAIN TILE C/W
FILTER SOCK CONNECTED TO C.B., M.H. OR SUMP.
AT HIGH END OF BED BRING PERFORATED PLASTIC
TO SURFACE AND COVER WITH THREADED CAP.

150 MM Ø RIGID PVC CONNECT TO C.B. OR M.H.

150 MM Ø RIGID PVC CONNECT TO PLANTING BED DRAIN

200 MM DEPTH GRANULAR OVER PIPE WITH FILTER
FABRIC BETWEEN GRANULAR AND PLANTING SOIL

NOTES:
1.
2.

3.

4.

5.

PLANTING BED MUST BE IRRIGATED.
HARD SURFACE APRON SHALL BE FINISHED
CONCRETE, IMPRINTED CONCRETE OR UNIT PAVERS.
PLANTING SOIL TO BE IMPORTED, HIGH QUALITY
GARDEN LOAM.
ISLAND TREATMENT IS TO BE REVIEWED INDIVIDUALLY
FOR EACH APPLICATION, DETAIL TO BE USED AT CITY
DISCRETION.
ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS
STATED OTHERWISE.
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