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19 DIA. CARRIAGE BOLT

FINISHED GRADE
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COMPACTED OR UNDISTURBED SUBSOIL

NOTES:
1. PAINT SIGN PANEL AND ALL STRUCTURAL MEMBERS ON ALL

SIDES AND EDGES, WITH TWO COATS OF (WHITE) MATTE
FINISHED ALKYD PAINT OVER SUITABLE PRIMER.

2. PANEL: 19 MM THICK EXTERIOR GRADE PLYWOOD; UPRIGHT
STRUCTURAL MEMBERS: 100x100 PRESSURE TREATED PINE.

3. THE ERECT SIGN IS TO BE MAINTAINED IN A STRUCTURALLY
SOUND AND AESTHETICALLY PLEASING CONDITION AT NO COST
TO THE CORPORATION OF THE CITY OF BRAMPTON.

4. PROJECT - SPECIFIC VERBIAGE AND / OR GRAPHICS ARE TO BE
APPROVED BY CITY STAFF PRIOR TO INSTALLATION.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS STATED
OTHERWISE.
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100x100 SIGN POST TYP., DIRECT BURIED IN
EXISTING SOIL, BACKFILLED AND COMPACTED




