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PLAN SECTION THROUGH POSTS

102 x 102 x 38 CEDAR CAP, PAINTED BLACK

89 DIA. WOOD BALL

89 x 89 CEDAR POST, PAINTED BLACK

EXISTING SOD OR SOIL

GROOVE IN POST, 20 x 20 

COMPACTED NATIVE SOIL
RESTORE DISTURBED AREA
TO THE SATISFACTION OF THE CITY

900 MM DEEP COMPACTED SCREENINGS

1380 O.C.
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ELEVATION / SECTION

INSTALLATION NOTES:
1.

2.

3.

19 MM THICK CREEZONE PLYWOOD SIGN
2.5 MM ORJET CALENDOR VINYL PANELS
3.5 MM 101 OVERLAMINATE

SIGN AND ALL ASSOCIATED HARDWARE AND COMPONENTS WILL BE PROVIDED BY THE CITY.
CONTACT THE PARKS MAINTENANCE AND OPERATIONS DEPARTMENT TO ARRANGE TO OBTAIN SIGNS.
CONTRACTOR IS TO VERIFY SITE-SPECIFIC FOOTING REQUIREMENTS
WITH CITY PRIOR TO INSTALLATION.
ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.




