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NOTES:

1.  ENGINEERING CERTIFICATION REQUIRED FOR ALL FOOTINGS
AND FOUNDATIONS SPECIFIC TO EACH LOCATION WHERE
SIGNAGE IS TO BE ERECTED. FOOTINGS AND FOUNDATIONS
ILLUSTRATED ARE RECOMMENDATIONS ONLY.

2.  FOR ALL SIGNS SITE SPECIFIC DRAWINGS ARE REQUIRED
PRIOR TO INSTALLATION. DRAWINGS MUST SHOW: MESSAGING
DIRECTIONS AND LAYOUT, SIGN LOCATION AND CONTEXT
REFERENCE, AND FOOTING / FOUNDATION ENGINEERING
CERTIFICATION.

3.  ALL MEASUREMENTS ARE IN MILLIMETERS UNLESS STATED
OTHERWISE.

153x51 ALUM.U-CHANNEL

CUSTOM 3 MM ALUM. ANGLE
WELDED INSIDE TUBE

76 MM DIA. X 6 MM WALL,
CUSTOM CUT

3 MM ALUM. FACE

5 MM ACRYLIC PUSH THROUGH
FLUSH, GROW WITHE AT NIGHT

25x25x3 MM ALUM. ANGLE

2-102x102x6 MM THK. ALUM. POST

127x178x13 MM THK. ALUM. BASE
PLATE

8-10 MM DIA. BOLT & NUT

1085

7722
9

LED LAYOUT

3 MM ALUM. PANEL LEDS HOLDER

ALLANSON - STORMTIGHT ACLW-SCW2
MINI COOL WHITE CHROMA LED
12V POWER SUPPLY: MODEL CV125.
(APPROX 90 LEDS REQUIRING POWER
SUPPLY)
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