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A

102 MM DIA. 6 MM THK.
ALUM. POST, WITH 45° CUT
ON TOP WELDED THROUGH
PLATE AT BOTTOM & TOP

13 MM DIA. X 914 MM LONG
J-BOLT C/W 13 MM DIA.
ST/STL ACORN NUTS (USE
'LOCTITE' 263 HIGH
STRENGTH [RED] THREAD
LOCKER)

6 MM THK. ALUM. SUPPORT
PLATE WELDED TO POST

13 MM THK. FOLIA PANEL

8 - 6 MM DIA.
TAMPER-PROOF SCREWS

BACK ELEVATIONSIDE ELEVATION
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FOLIA PANEL DETAIL
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102 MM DIA. 6 MM THK. WALL ALUM.
POST WITH 45° CUT ON TOP, WELDED
THROUGH PLATE AT BOTTOM & TOP

229 MM DIA. X 13 MM ALUM. BASE
PLATE WITH 4 - 19 MM DIA. HOLES

13 MM DIA. X 914 MM LONG J-BOLT C/W
13 MM DIA. ST/STL ACORN NUTS (USE
'LOCTITE' 263 HIGH STRENGTH [RED]
THREAD LOCKER)

SECTION A

NOTES:

1.  ENGINEERING CERTIFICATION REQUIRED FOR ALL FOOTINGS AND FOUNDATIONS
SPECIFIC TO EACH LOCATION WHERE SIGNAGE IS TO BE ERECTED. FOOTINGS AND
FOUNDATIONS ILLUSTRATED ARE RECOMMENDATIONS ONLY.

2.  FOR ALL SIGNS SITE SPECIFIC DRAWINGS ARE REQUIRED PRIOR TO INSTALLATION.
DRAWINGS MUST SHOW: MESSAGING DIRECTIONS AND LAYOUT, SIGN LOCATION AND
CONTEXT REFERENCE, AND FOOTING / FOUNDATION ENGINEERING CERTIFICATION.

3.  ALL MEASUREMENTS ARE IN MILLIMETERS UNLESS STATED OTHERWISE.
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