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NOTES:
1. ALL PIPE SHALL BE SCHEDULE 40 STEEL.
2. LAYOUT OF GATES TO BE STAKED IN THE FIELD FOR APPROVAL BY THE CITY OF BRAMPTON.
3. ENSURE MIN. 300 MM CLEARANCE FROM OUTSIDE CURB FACE WHEN GATE IS IN OPEN POSITION.
4. ALL MATERIALS TO BE GALVANIZED AFTER FABRICATION (TYP.).
5. ALL WELDS TO BE 5 MM CONTINUOUS SEAM AND GROUND SMOOTH.
6. CONTRACTOR TO SUBMIT SHOP DRAWINGS.
7. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.
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85

10 DIA. DOWEL CAP,
WELD ENDS TO HASP

3MM FORMED CHANNEL
HASP GATE LATCH

GREASE FITTING, TWO
UNITS TYP.

127 OD GALV. STEEL SLEEVE

HEAVY DUTY CHAIN FROM PIN
TO SLEEVE, WELD IN PLACE

25 MPa, 5-7% AIR
ENTRAINMENT
CONCRETE FOOTING

114 OD GALV. STEEL INSERT,
WELDED THROUGH PLATE

OPEN

20MM REBAR PIN THROUGH BOTH
PIPES. BEND ONE END AT 90° TO
PROVIDE 100MM HANDLE. DRILL
HOLE OTHER END TO ACCEPT
HEAVY DUTY PADLOCK(S).
PADLOCKS SUPPLIED BY
CONTRACTOR UNTIL
PERFORMANCE ACCEPTANCE.

5MM WELD

8400

60 OD GALV. STEEL PIPE
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CL

3MM FORMED CHANNEL
HASP GATE LATCH

ASPHALT DRIVE

MAINTENANCE DRIVE
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4100

50MM WIDE CONSPICUITY TAPE, 3M
SCOTCHLITE 983-21 FLUORESCENT
YELLOW TYP.

PARKING LOT ENTRANCE GATE: ELEVATION / SECTION

MAINTENANCE GATE: ELEVATION / SECTION LOCKING PIN: PLAN

HINGE POST DETAIL

HASP LATCH: PLAN

4 M24-3 x 915 MM THREADED
RODS WITH ADJUSTING NUTS,
TOP & BOTTOM

254 MM DIA.x 13 MM GALV.
STEEL BASE PLATE

11
00

600400

LATCH POST DETAIL

LATCH POST

HINGE POST

GATE: PLAN

114 OD GALV.
STEEL POST

DOMED CAP TYP.

HEAVY DUTY CHAIN

HEAVY DUTY
CHAIN ONE
END WELDED
TO POST




